Organisation of Radio Race Car Associations of Queensland Inc.
               Technical Rules Short Course Truck 

                                                                  1/4/2011
1.0 Must use a Short Course Truck Body and be painted.

2.0 Must be 2wd.

3.0  Must use Short Course Truck wheels and tyres, no 1/8th adapters or wheels and tyres.

Rear tyres are controlled and listed on the entry form.

4.0  Batteries
Must be on the ROAR and BRCA approved lists and comply with the rules in this section.

(There are links to these list on the ORRCA Q web site)

4.1 The maximum of number cells allowed:

Six (6) sub C Cells are allowed for all classes 

Two (2) Cell Li-Po are allowed in all classes.

4.2 For the purpose of motive power, cooling fans, radio equipment and transponders only in all car classes, and must conform to the battery section rules. 
A receiver battery pack must only supply power to radio receivers for its operation and the control

only of addition equipment listed: speed controls, servos and transponders for their operation. No

other devices will be powered from a receiver pack.

4.3 Lithium Polymer Battery

7.4v (2 (3.7 volt) cells only)

No modifications allowed to the case and/or the battery

Must not exceed 7.4v – 6000 mAh

Must not exceed 65 C rating, 21.5 and 17.5 only. 

Any physical distortion, denting, puncturing or damage to the hard case of

the Li-Po battery will deem the Li-Po battery to be ineligible for use at ORRCA QLD events.            

Overcharging is not allowed (voltage higher than 8.4v)

Must charge in Li-Po sack or other device (fire mitigation device able to withstand

and contain a destructive failure without showing a flame).                                                                              

Must be used with electronic speed control that has either a inbuilt cut-off

or used with an external cut-off device installed (6 volts minimum).

Must be charged using a Li-Po capable charger only at a maximum rate of 1C.

4.4 Battery cells may not be charged or changed during the race. 

5.0 Motors

Must be on the ROAR and BRCA approved lists and comply with the rules in this section.

(There are links to these list on the ORRCA Q web site)

5.1. Motor can, end-bell, & armature/rotor must be from the same manufacturer model.

5.2 Brushed Motor

Bearings, # of magnets, timing, springs and brushes are all open.

5.3 Brushless Motor

Sensor or Sensor-less allowed.
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